
The picture to the right
represents the tandem
torsion axle design
along with the lifting
components made to
help raise and lower the
structure.  These trailers
are also equipped with
chrome wheels.

Picture to the right is the hitch assembly.
The tongue is controlled by a hydraulic
cylinder.  As the structure lowers, the
receiver will remain in the air allowing an
easy hook up.  The coupler is designed for
a two inch ball.  This trailer is also
equipped with a heavy duty jack stand.

The image to the
left shows the
hydraulic pump
used.  Pump is
powered by a 12V
battery.  Remote
controlled.

The picture to the right shows the
powder coated frame with battery
and pump shelf.  

The image to the right is to illustrate the hitch assembly
on these fish house frames.  It is a crank down tongue.
While the hitch is being cranked down, the receiver stays
in the air and the rest of the frame lowers to the ice.
This tongue also is equipped with a heavy duty crank
jack and a coupler for a 2 inch ball.

Available In:
6.5 x 10 FT V Nose
6.5 x 12 FT V Nose
6.5 x 14 FT V Nose
8 x 16 FT V Nose

Tandem Torsion Axle
with Hydraulic Assist

8’ x 18’ V Nose
8’ x 20’ V Nose
8’ x 24’ V NoseWiring Kits Available

Model Description Max. Load Gross Weight Distance B/W Tires Rims
Capacity Wheel Wells

TTH 8-18 8 x 18 FT V Nose 3800 lbs. 6000 lbs. 73 in. ST205/75R14 Chrome
TTH 8-20 8 x 20 FT V Nose 3800 lbs. 6000 lbs. 73 in. ST205/75R14 Chrome
TTH 8-24 8 x 24 FT V Nose 3800 lbs. 6000 lbs. 73 in. ST205/75R14 Chrome

Model Description Max. Load Gross Weight Tires Rims Weight
Capacity

6.5 x 10 6.5 x 10 FT V Nose 1820 lbs. 2950 lbs. ST205/75R15 Silver 710 lbs.
6.5 x 12 6.5 x 12 FT V Nose 1820 lbs. 2950 lbs. ST205/75R15 Silver 850 lbs.
6.5 x 14 6.5 x 14 FT V Nose 2010 lbs. 2950 lbs. ST225/75R15 Silver 940 lbs.
8 x 16 8 x 16 FT V Nose 1750 lbs. 2950 lbs. ST225/75R15 Silver 1200 lbs.


